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Haining Qiangyu Warp Knitting Co., Ltd. is an enterprise integrating industry and trade. It is committed to 


producing various types of Mesh With Liner, car stickers, single-transparent, mesh fabrics, etc., using 


advanced laminating technology and thermal coating manufacturing technology As well as advanced 


machines, it is a professional manufacturer of Coated Flex Banner in China, based on high-grade and 


high-end markets, with an annual production capacity of 40,000,000 square meters of light box fabrics, 
mainly exported to the United States, Thailand, Japan, South Korea, Australia, Canada, Mexico, Vietnam, 
Cambodia, South Africa and other dozens of countries have cooperated with many large professional 
advertising companies, including 2 of the world's top 500 companies, and have become their important 


suppliers of light box cloth. 


Products 


QY530 HOT LAMINATED HIGH GLOSSY FRONTLIT 


laminated). 


300D*500D 18%*12, glossy surface, weight from 
320g/ m, 340g, 360g, 370g, 380g, 390g, 400g, 
420g, 440g to 480g/ m’, width: 0.80M---3.20M, 
length 50M to 100M per roll, can be customized. 
1. Excellent printing performance, stable 
absorption, and colorful and vivid image. 

2. Fine chemical stability, good surface evenness, 
and peeling strength, long durability. 


3. Glossy surface (hot laminated or cold 


4. Weather resistant with UV, rain, fungi, and frost coated (according to clients’ requirements). 


QYS5000 PREMIUM QUALITY MATTE SURFACE SELF-ADHESIVE VINYL WITH WHITE/BLACK/GREY 


GLUE 


100 microns film, 140 release paper, matte surface, 
white/grey /black glue, 0.97--1.52m, 50m per roll. 
1. Premium printing performance, stable ink 
absorption, colorful images, quick drying, color, 
and strong performance. 

2. Good chemical stability, good flatness, and peel 
strength, easy to operate, bubble-free, removable 
glue (as to buyer's request) 


3. It can be used for UV printing. 


QYO8004 EXCELLENT LIGHT TRANSMITTANCE 40% ONE WAY VISION 
: tie 160gsm release paper, 160 microns film thickness. 
a. Surface: High-grade perforated vinyl (black back, 
silver back is optional) 
Release paper: 160G/M2 PE coated paper 
Glue: Clear removable pressure-sensitive acrylic 
glue 


Perforation size: 1.6mm 


Standard width: 1.27m, 1.35m, 1.52m 


Contact us 


Company name: Haining Qiangyu Warp Knitting Co., Ltd. 

Web: _ https://www.qytarpaulin.com/ 

ADD: No.80-1, Youche Road, Zhouwangmiao Town, Haining City, Zhejiang Province, China 
Phone: 18147665060 

Email: exportflexbanner@gmail.com 


Tip: 314400 


